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OF RECORD AND ALSO BY THE CITY ENGINEER OR UTILITY
Know what's helow. COMPANY OFFICIAL IN THE APPROVAL BLOCKS OF THIS PLAN
- THEN THIS PLAN IS PRELIMINARY AND NOT FOR CONSTRUCTION.
Call before you dig.

ALL WORK, MATERIAL AND EQUIPMENT SHALL CONFORM TO THE REQUIREMENTS OF
THE CITY OF BARSTOW ENGINEERING STANDARDS, DATED AUGUST 2020, THE 2021
EDITION OF THE STANDARD PLANS FOR PUBLIC WORKS CONSTRUCTION (SPPWC),
AND THE 2021 EDITION OF THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION (SSPWC) AND SUPPLEMENTS, ALSO KNOWN AS THE GREEN BOOK.

THE CITY AND THE PLANT SUPERINTENDENT (WESLEY GARRISON) SHALL BE
NOTIFIED 24 HOURS IN ADVANCE OF CONSTRUCTION. TELEPHONE NO.

(760)—256—-3531 (CITY) AND 760—577—1001 (PLANT SUPERINTENDENT).

PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR SHALL OBTAIN A CITY
ENCROACHMENT PERMIT WHICH WILL BE ISSUED AT NO COST.

PRIOR TO EXCAVATION, THE CONTRACTOR SHALL CALL UNDERGROUND SERVICE

ALERT (USA) TOLL FREE NO.: 811. A USA AUTHORIZATION NUMBER IS REQUIRED
BEFORE THE CITY ENCROACHMENT PERMIT WILL BE ISSUED.

THE CONTRACTOR SHALL INSTALL ALL NECESSARY TRAFFIC CONTROL PRIOR TO

BEGINNING ANY WORK IN THE PUBLIC RIGHT-OF—WAY. THE CONTRACTOR SHALL
SUBMIT TRAFFIC CONTROL PLAN TO THE CITY ENGINEER OFFICE FOR APPROVAL
PRIOR TO ANY WORK BEING DONE. ROAD CLOSURES ARE ONLY APPROVED BY

CITY COUNCIL AND THIS PROCESS TAKES WEEKS TO COORDINATE.

WHEN WORK IS PERFORMED ON A SATURDAY, SUNDAY, HOLIDAY OR THE DAY CITY
HALL IS CLOSED, INSPECTIONS SHALL BE REQUESTED 24 HOURS PRIOR TO THE
PRECEDING REGULAR WORKING DAY AND OBTAIN PRIOR APPROVAL BY THE CITY
ENGINEER. ALL COSTS OF PROVIDING WEEKEND OR HOLIDAY INSPECTIONS SHALL BE
BORN BY THE CONTRACTOR.

MANHOLE FRAMES, VALVES, BOXES, SIGNS, ETC. WITHIN THE WORK AREA SHALL BE
THE CONTRACTORS RESPONSIBILITY TO RELOCATE OR ADJUST TO GRADE AS
DIRECTED BY CITY ENGINEER.

ALL SURVEY MONUMENTS AND MARKERS SHALL BE THE CONTRACTOR’S
RESPONSIBILITY TO PROTECT IN PLACE UNTIL SURVEYOR HAS TIED OUT LOCATIONS
FOR REPLACEMENT PURSUANT TO BUSINESS AND PROFESSIONS CODE SECTION

8700 TO 8805 (LAND SURVEYORS'S ACT).

EXISTING UTILITIES SHALL BE MAINTAINED IN PLACE AND IN OPERATION DURING
CONSTRUCTION. THE CONTRACTOR SHALL NOTIFY UNDERGROUND SERVICE ALERT
48—HOURS IN ADVANCE OF EXCAVATION AT 1-800—-422-4133 FOR EXACT UTILITY
LOCATIONS.

ALL EXCAVATIONS SHALL BE BACKFILLED OR COVERED W/ TRAFFIC RELATED
TRENCH PLATES AT THE END OF EACH WORKING DAY AND ROADS OPEN TO
VEHICULAR TRAFFIC.

CONTRACTOR WILL BE SUPPLIED WITH ONE (1) SET OF CONTRACT DRAWINGS TO BE
USED FOR AS—BUILT DRAWINGS. THE CONTRACTOR SHALL UPDATE THE AS—BUILT
DRAWINGS DAILY. THE CONTRACTOR SHALL MAKE THE AS—BUILT DRAWINGS
AVAILABLE TO THE OWNER, ENGINEER, OR INSPECTOR UPON REQUEST. THE
AS—BUILT DRAWINGS SHALL INCLUDE THE STATIONS OF ALL MANHOLES, INLETS,
OUTLETS, AND LATERAL STUBS. AT THE COMPLETION OF THE PROJECT THE
CONTRACTOR SHALL PROVIDE TO THE DESIGN ENGINEER THE AS—BUILT PLANS SO
HE/SHE CAN SUBMIT THE AS—BUILT PLANS TO THE CITY OF BARSTOW.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT ALL EXISTING
UTILITES FROM DAMAGE DURING CONSTRUCTION, WHETHER SHOWN ON THIS PLAN
OR NOT.

ALL WORK SHALL BE CONSTRUCTED ACCORDING TO THE VERTICAL AND
HORIZONTAL MEASUREMENTS OF THESE PLANS AND EXISTING DESIGN STANDARDS.
ADEQUATE STAKES SHALL BE SET UNDER THE DIRECTION OF A LICENSED
SURVEYOR/ENGINEER FOR THE CONSTRUCTOR. ALL CONSTRUCTION SURVEYING
SHALL BE PERFORMED IN ACCORDANCE TO THE SURVEYING PROCEDURES OF THE

SURVEYOR /ENGINEER OF RECORD. |F_THIRD PARTY SUBCONTRACTORS PERFORM
THE CONSTRUCTION LAYOUT AND SURVEYING FOR THIS PROJECT WITHOUT THE

THE FINAL CHECK OF THIS
DESIGN IS TO BE THE CONSTRUCTION STAKING AS THE DESIGN MEETS THE
EXISTING CONTROL AND ELEVATIONS. ALL EXISTING STREET CROSS SECTIONS SHALL
BE VERIFIED FOR MINIMUM CROSS FALL AT TIME OF STAKING. ANY DISCREPANCIES
TO THE STANDARD DESIGN CRITERIA SHALL BE BROUGHT TO THE
SURVEYOR/ENGINEER OF RECORD ATTENTION PRIOR TO PROCEEDING WITH
CONSTRUCTION. IF CONSTRUCTION CONTINUES WITHOUT VERIFICATION THE
CONSTRUCTOR ASSUMES THE RESPONSIBILITY OF THE CORRECTNESS OF THE
INTENDED DESIGN.

A CERTIFICATE OF COMPACTIONS SIGNED BY THE REGISTERED ENGINEER SHALL BE
SUBMITTED FOR ALL TRENCH BACKFILLS.

THE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY FIELD CHANGES MADE

WITHOUT PRIOR WRITTEN AUTHORIZATION FROM THE ENGINEER AND/OR THE CITY
OF BARSTOW.

WHEN A DISCREPANCY OR CONFLICT EXISTS BETWEEN PLAN, SPECIFICATION, CODE

OR STANDARD, THE MORE STRINGENT REQUIREMENT SHALL PREVAIL UNLESS
FURTHER DIRECTION IS PROVIDED BY THE OWNER.

ALL CONCRETE SHALL BE CLASS 650—CW-4000 OR APPROVED EQUAL.

CONTRACTOR SHALL SUBMIT ALL CONSTRUCTION MATERIALS TO CITY OF BARSTOW FOR
APPROVAL.

CONTRACTOR SHALL SCHEDULE AND ATTEND A REQUIRED PRE—CONSTRUCTION MEETING
FOR SAFETY, STAGING, AND GENERAL SITE REQUIREMENTS WITH THE PLANT OPERATOR
ONE (1) WEEK BEFORE CONSTRUCTION IS TO BEGIN.

THE CONTRACTOR IS REQUIRED BY GOVERNMENT CODE 4216 "CALIFORNIA
QECALLLAW'TOOALI.NGALE!TATI.EASTM%)WGDAYS
BEFORE DIGGING. CONTRACTOR IS REQUIRED BY SAME CODE TO

HAND—-EXPOSE TO THE POINT OF NO CONFLICT 24" ON EITHER SIDE OF

THE UNDERGROUND FACILITY SO YOU CAN DETERMINE ITS EXACT
LOCATION BEFORE USING POWER EQUIPMENT.

NOTE:

IF THIS PLAN IS NOT SIGNED AND DATED BY THE ENGINEER
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UTILITIES

EDISON INTERNATIONAL
30553 RIMROCK ROAD
BARSTOW, CALIFORNIA 92311
(760) 252-6451

SOUTHWEST GAS
13471 MARIPOSA ROAD
VICTORVILLE, CA 92392
(760) 241-8120

GOLDEN STATE WATER CO.
1521 E. MAIN STREET
BARSTOW, CALIFORNIA 92311
(760) 256-2275
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VICINITY MAP

SEWER:

TELEPHONE:

CABLE:

N.T.S.

CITY OF BARSTOW
220 E. MT. VIEW
BARSTOW, CA 92311
(760) 256-3531

VERIZON
16071 MOJAVE DR., BLDG. A
VICTORVILLE, CA 92395
(760) 245-0394

SPECTRUM CABLE
1881 W. MAIN STREET
BARSTOW, CALIFORNIA 92311
(760) 256-3526

SHEET INDEX

SHEET DESCRIPTION
1 TITLE SHEET (INDEX MAP—VICINITY MAP AND NOTES)
PLAN VIEW
DETAILS SHEET

DISPOSAL:

FIBER OPTIC

CITY OF BARSTOW

ENGINEERING DIVISION
WASTEWATER TREATMENT PLANT

PONDS PUMPING SYSTEM
PROJECT NO: WW-22-001

SITE ADDRESS

2200 RIVERSIDE DRIVE
BARSTOW CA 92311

BURRTEC WASTE
2340 W. MAIN ST.
BARSTOW, CALIFORNIA 92311
(760) 256-2730

LEVEL 3 COMMUNICATIONS
1025 ELDORADO BLVD.
BROOMFIELD, CO 80021
(OFFICE 33A—525)

(720) 888-2639
MATTHEW.PRINK@LEVEL3.COM

NOTICE TO CONTRACTOR FROM ENGINEER:

THE CONTRACTOR SHALL ASCERTAIN THE EXISTENCE OF ANY CONDITIONS AFFECTING THE COST OF
THE WORK WHICH WOULD HAVE BEEN DISCLOSED BY REASONABLE EXAMINATION OF THE SITE.

CONTRACTOR SHALL IMMEDIATELY BRING ANY ERRORS OR OMISSIONS DISCOVERED IN THE PLANS TO
THE ATTENTION OF THE ENGINEER.

CONTRACTOR SHALL REPAIR OR REPLACE ALL EXISTING IMPROVEMENTS WITHIN THE CONSTRUCTION
AREA THAT ARE NOT DESIGNED FOR REMOVAL. REPAIRS AND REPLACEMENTS SHALL BE AT LEAST
EQUAL TO EXISTING IMPROVEMENTS AND SHALL MATCH THEM IN FINISH AND DIMENSION.

THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITY PIPES OR STRUCTURES ARE NOT
SHOWN ON THIS PLAN. THESE PLANS ARE NOT INTENDED TO SHOW LOCATIONS OF UNDERGROUND
UTILITIES. THE CONTRACTOR SHALL TAKE PRECAUTIONARY MEASURES TO PROTECT ALL UTILITIES
AND STRUCTURES. THE CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD VERIFICATION OF THE
LOCATION AND DEPTH OF EXISTING UNDERGROUND UTILITIES AND SHALL PERFORM POTHOLING AS
NECESSARY AT ALL CROSSINGS PRIOR TO COMMENCING CONSTRUCTION. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR TAKING ALL PRECAUTIONS NECESSARY TO PROTECT ALL EXISTING UTILITIES
AND STRUCTURES FROM DAMAGE DURING THE COURSE OF THE WORK, AND SHALL BE RESPONSIBLE
FOR REPAIRING OR REPLACING ANY UTILITIES OR STRUCTURES DAMAGED DURING THE COURSE OF
THE WORK.

ALL CONTRACTORS AND SUBCONTRACTORS PERFORMING WORK SHOWN ON OR RELATED TO THESE
PLANS SHALL CONDUCT THEIR OPERATIONS SO THAT ALL EMPLOYEES ARE PROVIDED A SAFE PLACE
TO WORK AND THE PUBLIC IS PROTECTED. ALL CONTRACTORS AND SUBCONTRACTORS SHALL
COMPLY WITH THE "OCCUPATIONAL SAFETY AND HEALTH REGULATION” OF THE DEPARTMENT OF U.S.
LABOR, AND WITH THE STATE OF CALIFORNIA DEPARTMENT OF INDUSTRIAL RELATIONS
"CONSTRUCTION SAFETY ORDERS”.

THE ARCHITECT/CIML ENGINEER SHALL NOT BE RESPONSIBLE IN ANY WAY FOR THE CONTRACTOR’S
AND SUBCONTRACTORS' COMPLIANCE WITH THE "OCCUPATIONAL HEALTH AND SAFETY REGULATIONS”
OF U.S. DEPARTMENT OF LABOR OR WITH THE STATE OF CALIFORNIA DEPARTMENT OF INDUSTRIAL
RELATIONS "CONSTRUCTION SAFETY ORDERS”.

COLLAPSIBLE NON—COHESIVE SOILS SHOULD BE ANTICIPATED DURING EXCAVATION OPERATIONS.

SLOPES SHALL BE OVERBUILT AND COMPACTED IN UNIFORM LIFTS AS APPROVED BY SOILS
ENGINEER AND SHALL BE CUT BACK TO FINISH GRADE. (SEE PROJECT SOILS REPORT)

FREE MOISTURE MAY BE ENCOUNTERED DURING CONSTRUCTION OPERATIONS AND EXCAVATION.
DATA OBTAINED FROM THE ONSITE SOILS, INDICATES THE POTENTIAL FOR CORROSION. A CORROSION
SPECIALIST SHOULD BE CONSULTED REGARDING MINIMIZING THE CORROSIVE EFFECT OF ON-SITE
SOIL ON UNDERGROUND MATERIALS.

BOULDERS AND/OR COBBLE MAY BE ENCOUNTERED DURING EXCAVATION.

CONSTRUCTION NOTES: WEST
INSTALL 24" PVC C—900 CL—235 DR18 PIPE. . . . . . . . . . . . . . . .. 740 L.F.
INSTALL 24" TEE.. . . . . . . . . o o i 2 EA.
INSTALL 24" BUTTERFLY VALVE.. . . . . . . . . . . . . oo . 4 EA.
INSTALL 24”X45° BEND.. . . . . . . . . o o it s 4 EA.
INSTALL RIP=RAP D =12". . . . . . . . oo 6 C.Y.

NOTES:

- POTHOLE AND VERIFY LOCATION OF EXISTING WATERLINE / UTILITIES.
- PROTECT ALL EXISTING UTILITIES IN PLACE.

- INSTALL RESTRAINT JOINTS AT ALL BENDS AND VALVES.
ALL JOINTS WITHIN 20 FEET OF FITTING.

UANTITIES

PROJECT NO. WW-25-001
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REVISION

DATE

BY

02/26/2025

MERRELL
JOHNSON

- 220 E. MOUNTAIN VIEW ST SUITE A
ARSTOW

'B BARSTOW, CA 92311
e PHONE: (760) 256—3531
LWyl FAX: (760) 256—1750

CITY OF BARSTOW ENGINEERING DEPARTMENT—APPROVED BY:

THIS PLAN SPECIFICATION [J DRAWING [J DOCUMENT [
OTHER[] IS 'ON FILE WITH THE CITY OF BARSTOW. IT

IS MADE AVAILABLE PURSUANT TO SECTION 6250 et. seq.,
CALIFORNIA GOVERNMENT CODE UPON PAYMENTS OF THE

BRAD S. MERRELL R.C.E. 49423

MERRELL JOHNSON ENGINEERING, INC.
22221U.S. HIGHWAY 18, APPLE VALLEY, CA 92307
760 240 8000 | MERRELLJOHNSON.COM

APPROPRIATE FEE. THE CITY OF BARSTOW MAKES NO
REPRESENTATION CONCERNING THE ACCURACY OF THESE
ITEMS AND RECOMMENDS THAT THEY BE EXAMINED IN
THE FIELD PRIOR TO MAKING ENGINEERING DECISIONS.

CITY OF BARSTOW

APPROVED BY: poaAD S. MERRELL TITLE: cONSULTING CITY ENGINEER
ESIGNED: R.C.E. NO. SHEET
r MDR 49423 \ oF 3
BRAD S. MERRELL DATE PRAWN: [PATE:  02/06/25 TR
SCALE: .
CONSULTING CITY ENGINEER s snown PS BUT

Merrell Johnson Companies
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- V=== — = - PROTECT ALL EXISTING UTILITIES IN PLACE.
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PROJECT NO. WW-25-001
CITY OF BARSTOW ENGINEERING DEPARTMENT—APPROVED BY: CITY OF BARSTOW
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CONDITION

CONDITION
UNPAVED AREAS. REPLACE WITH IDENTICAL

UNPAVED T PAVED
MATERIAL AND FINISH. MINIMUM THICKNESS |

PAVED SURFACE AND

FINISHED GRADE \

OF REPAR TO MATCH EXISTING SUBGRADE PER STD. DWG. Cfﬂ T —Z
P—4 OR CITY/COUNTY |Z|Z] [ ] *
. . PERMIT REQUIREMENTS = \
MIN. 3" THICK @ 3" MAX COBBLES |5‘<§c|
EXIST. PAVEMENT : [
EXIST. SURFACE \ / ﬁ B
I PAVEMENT E
=} X X %Y XY K] Gy kY ; ZONE
NATIVE MATERIAL BACKFILL OR = 24" FLG x MJ BUTTERFLY VALVE WITH
CLASS 2 AB COMPACTED PER : RESTRAINT JOINTS
SPECIFICATIONS OR AS REQUIRED > -
PER CITY/COUNTY PERMIT T 2 w|8
N 15 F.E.xF.E. o 24" PVC PIPE 24" PVC PIPE
WARNING TAPE : s g (P F.ExM.J. NE _\ /_
\ ¢z 2|8 ' (ALTERNATE) C | | (
TRACER WIRE, INSULATED #10 o, & e | o . ; / IS 7 PG WATER LINE
SOLID COPPER TRACER WIRE \ z 8 EXTING I - | - - . EXE NG |
(TAPED TO PIPE) | | § MAINLINE T L, p MAINLINE 4 24" TEE FLG
N\ RIS B . R r | E »
WATER LINE N e
IMPORTED SELECT SAND, SN = Qg TYP. , _/ '
SHOVEL SLUICED \ N W o § 18WgIN. 24" PVC WATER LINE 24" PVC WATER LINE
UNDER HAUNCHES N g Z|Z (TYP) r .
c| o VALVE, FEXFE C C
SAND GRADATION REQUIREMENTS wl . & w | B ADAPTER, FLxPO
% Passing h= = X\ ~ 24" X 45° BEND MJ X FLG
Sieve Size by Weight o _ m EF tF W WITH RESTRAINT JOINTS
£~ inch 100 e 5)7 _ _ I || S | _ _ 4(;
. [ d|p glp
No. 4 95100 RNl el DETAIL /1 DETAIL 2
No. 30 30-50 = oyn& o : SN : : :
No. 100 210 NOTES: R R LR R R LRI L LRI, N.T.S. w N.T.S. w
_ 1. Cut-in t F.EXF.E or F.EXMJ. lled out on the drawings.
No. 200 05 ﬁ T ut—in tee may use F.ExF.E. or F.Ex as called out on the drawings PIPE BEDDING
NOTES: (ON EACH SIDE OF PIPE BELL) 2. Use pipe material similar to existing mainline (PVC pipe shall be 3’ min. length).
1. Trench and pavement per City/County permit requirements
2. Compaction of backfill per specifications.
ITEM DESCRIPTION
ITEM DESCRIPTION

3. Pipe base shall be 12" thick where native material has rocks larger than 6 inches in trench bottom.

Can and cover assembly

F.ExF.E. (or F.E.xM.J.) gate valve per Potable Water Material Guidelines.
D.I.LP. F.E.xP.E. per Potable Water Material Guidelines.
F.ExF.E. tee per Potable Water Material Guidelines.

4. Contractor shall hand excavate “bell hole” for each pipe joint so that the weight of the pipe does not rest on the Valve can

bell. Contractor to refill and hand—tamp each "bell hole” prior to completing the placement of the bedding.

4"x4" redwood post

(
/

OO O

Route initials NC” for (normally closed) on all sides in 1%” high
letters, %" deep, clearly legible or security attach 1)%" high brass label on
all four sides

FEEE

5. For areas where native soil contains cobbles and large stones (such as Rancho Cordova), place geotechnical filter Flexible coupling per Potable Water Material Guidelines. For same size
fabric between Pipe Zone and Trench Zone backfill to prevent migration of rocks to the pipe. 0.D. use Ductile Iron M.J. sleeve.

6. Encase D.I.P. and fittings in polyethylene encasement per AWWA Standard C-105, latest edition.

24" PVC WATER LINE
7. Table shows gradation requirements for SE-30 backfill. /_

WATER PIPE BEDDING AND TRENCH BACKFILL CUT-IN TEE NORMALLY CLOSED VALVE CAN 24" FLG x MJ BUTTERFLY VALVE WITH

RESTRAINT JOINTS

VALVESIZE || DIMENSIONS N [MN] [ A _[VAVE

N [ MM [[ A T B [ ¢ [ o [ E [ F [ & ] H [ T x T ¢ B |ACTUATOR
[[__P_[CONNECTING PARTS

200 | 32.00

8.00 197 19.00 18.41 29.50 1.38

24 | 600 H | 16 | 1-1/4-7 UNC ] 4 |

[203) 150] 483] 1468] [749] 35

. 51) 1813] ( | | | (
Submittal Data Sheet > . >

FLANGES ARE FLAT FACED WITH DIMENSIONS AND

Date: 06/30/2022 DRILLING TO ANSI B16.1 CLASS 125 EXCEPT FOR \_
TAPPED HOLES AS INDICATED. SEE A26506 FOR
NoTice NONANS! FLANGED DATA EXISTING 24" PVC PIPE EXISTING24" PVC PIPE
[THIS DRAWING DOES NOT SHOW ACTUATOR ACCESSORIES. IF ACCESSORIES
ARE REQUIRED, REFER TO THE APPROPRIATE ACCESSORY INSTALLATION 19 TURNS OF NUT ARE REQUIRED TO OPEN VALVE.
DRAWING FOR DIMENSIONS AND OTHER RELATED INFORMATION.

~

24" TRANSITION COUPLING 24" TRANSITION COUPLING

QUOTE NUMBER 276850
TABLE OF CONTENTS REV

PROJ.

24" PVC 24" PVC

A Data Sheetis included for each line item on the purchase order. 24" X 12" TEE FLG

Document numbers are listed at the bottom of the Data Sheet.

Any one drawing may apply to more than one item number. Fact Cust
All documents are assembled in alpha/numeric order within each section ITEM ITEM ary DESCRIPTION . D
« DATASHEETS 1 1 5 BAW,24,F1,CINBRN-NBR,150B,DI-S1*GB-12A-N-180 sioe 7%% | N
: :\’/\IIASW-'I—EARLb\pI‘_T;%’\II:[()Dlz)?\lv;!rNRGUSC%I'I%ZOSS SECTION DRAWINGS Style BAW DeZURIK AWWA C504 3-72”; C516 78" and larger Rubber Seated & I r 4k ‘ j 3
Butterfly Valve % s - E ° D E T A I L
Size 24 24 Inch (600mm) | % L _ | _ J
End Connection F1 Flanged, Drilled to ASME B16.1 Class 125/150 N N.T.S. 3
Body Material Cl Cast Iron, ASTM A126 Class B ¢ | R
Packing NBRN NBR (Acrylonitrile—Butadiene), Self—Adjusting Multlple V-Ring; -20 to 180°F | f GS-12A (NON-BURIED) CONSTRUCTION
(-29 10 82°C) 7R
Seat Material NBR NBR (Acrylonitrile-Butadiene); -20 to 180°F (-29 to 82°C) _\J‘Z
Service Class 150B AWWA Class 150B
Disc DI Ductile Iron, ASTM A536 Grade 65-45-12 (3" - 24" (80-600mm) Class
150B/250B, 28" - 72" (700-1800mm) Class 25A, 75B & 150B & 28" - 48"
(800-1200mm) Class 250B ) and Grade 80-55-06 (54" - 72" (1400- DA O TR HOLES
1800mm) Class 250B), Type 316 Stainless Steel Seating Edge (3" - 20" "G* QTY OF THRU HOLES 20000511
(80-500mm) =ASTM A276, 24" and larger (600mm & larger) - ASTM A240) PER FANGE sauare ﬂ (1781
Shaft S1 304 Stainless Steel shaft, ASTM A276 with 316 stainless steel pin on the _
24"-36" (600-900mm) and 304 stainless steel pin on the 42"-144" (1100-
3650mm)
Coating or Paint S30SCO0 8 mils minimum (non-stainless steel parts) of Blue DeZURIK Epoxy (NSF
Std. 61) on Interior and Standard (SP10) surface prep AND Blue DeZURIK A+ SIZE OF TAPPED HOLES
Epoxy (NSF Std. 61), and on Exterior with Standard (SP10) surface prep "J* QTY OF TAPPED HOLES L '
Actuator Type GB-12A-N-180 G-Series Buriable Worm Gear with 2 Inch Square Nut Operator; 180° 1 DETHOR TAPPED HOLES ‘
Mounting Clockwise from Standard
o
1 SEAT

i
N

| SIDE
[190] |~
[76]

8.90 7.60
| -
¢ o 6.27 | [226] 193]

1 [1se]

ACTUATOR MOUNTING POSITIONS

o SEAT

il
(@‘ :;AET BAW BUTTERFLY VALVE SIZE 24 FLANGED
IIII De U RI K GS-12A-N OR GB-12A-N NUT ACTUATOR
Z : e
=

STANDARD POSITION 180* POSITION 270* POSITION Sartell, MN USA 56377 |ex__ A57090

SHOWN INTHISDRAWING 90" POSITION ole ulolola|< www.dezurik.com o1
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